
Pre-treatment

• If the EPDM Window Frame is placed around an insulating support 
system, ensure a water and airtight connection between the frame 
and the insulating support system (see processing instructions 
2521 Foam Tape).

• Non-porous surfaces should be degreased in advance with the 
universal cleaner DOWSIL™ R-40.

The EPDM Window Frame is a made-to-measure product with welded 
EPDM that guarantees extremely fast finishing and a 100% safe water 
barrier around the joinery. 

If required, EPDM Window Frames can be provided with a butyl adhesive 
strip or with a profile, which makes installation even easier.

Placement

PROCESSING INSTRUCTIONS 
EPDM Window Frame

1. Position the EPDM Window Frame
around the joinery and turn the
EPDM around the corners so that
the butyl adhesive strip appears.
(only for EPDM Window Frames
with butyl adhesive strip).



General information: the information in this document is provided in good faith and is considered to be correct. However, we have no 
influence on the circumstances in which these products are used, nor on the methods by which this is done.

Therefore, this information is not a substitute for tests which the customer has to perform himself in order to ensure that the products 
are safe, effective and achieve the intended purposes. Suggestions regarding the use of the product should not be used as grounds for 
infringement of any patent whatsoever.

The processing instructions above apply to the standard applications above. If your application deviates from the above standard 
applications, please contact us first.
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More info and details can be found on our website: 
www.casteleinsealants.eu • info@casteleinsealants.eu

2. Remove the protective film from the butyl adhesive
strip and twist the EPDM back so that the butyl
adhesive strip can adhere onto the joinery or the
insulating support structure. Press on with a pressure
roller.

3. Use the NOVOPROOF® FA bonding
kit for the adhesion of the EPDM
to the substrate and press with a
pressure roller.




